
 
 

CITY OF CAMPBELL 
Community Development Department 

 
May 4, 2021 
 

NOTICE OF SITE AND ARCHITECTURAL REVIEW PERMIT APPLICATION 
Notice is hereby given that the Planning Division of the Community Development Department of the City 

of Campbell has received an application for an Administrative Site and Architectural Review Permit for 

the following project proposal:  

File No.: PLN-2020-155 

Applicant: Tailong Ke 

Project Address: 1321 Theresa Ave 

Property Owner: Lynn Nordyke 

Zoning District: R-1-8 (Single Family Residential) 

General Plan: Low Density Residential (San Tomas Area Neighborhood Plan) 

Neighborhood Association(s): San Tomas Area Community Coalition 

Project Description: Approximately 705 sq. ft. single-story addition with a new interior 

junior accessory dwelling unit at an existing single-family home  

This project will be decided by the Community Development Director and you have the opportunity to 

provide comment prior to the Director’s decision.  The 10-day comment period for this application begins 

on May 4, 2021 and ends on May 14, 2021. Any comments regarding this application must be submitted 

in writing (including email) to the Planning Division before 5:00 p.m. on May 14, 2021. The Director will 

then consider all comments submitted within this time period prior to a decision. No additional notice will 

be provided. Please contact the project planner in a timely manner to determine what decision was 

reached.   

Decisions by the Community Development Director are final in 10 calendar days following the date of 

approval, unless an appeal is received in writing at the City of Campbell Community Development 

Department, 70 N. First Street, Campbell, prior to the end of the appeal period.  A written appeal must be 

accompanied with the required $200 appeal filing fee. City Hall is currently closed to the public however 

plans and architectural drawings may be viewed on the City's 'Public Notices' web page 

(http://www.cityofcampbell.com/501/Public-Notices) under 'Administrative Decisions' or by contacting the 

project planner. Questions or comments regarding this application may be addressed to Naz Healy, 

Assistant Planner, in the Community Development Department, at (408) 866-2144 or by email 

nazh@campbellca.gov. 























EXTERIOR ELEVATION - GENERAL NOTES

1 GENERAL CONTRACTOR TO CONFIRM WALL/SIDING PAINT COLOR AND TRIM
COLOR WITH THE OWNER PRIOR TO ORDERING. MATCH COLOR TO
EXISTING.

2 GENERAL CONTRACTOR TO CONFIRM THE COLORS OF DOORS AND
WINDOWS WITH THE OWNER PRIOR TO CONSTRUCTION.

3 ALL WINDOWS TO BE DOUBLE PANEL.
4 GENERAL CONTRACTOR TO PROVIDE ATTIC VENTILATION TO BE 1/150 SF OF

ITS SPACE, U.O.N.
5 GENERAL CONTRACTOR TO PROVIDE UNDERFLOOR VENTILATION TO BE

1/150 SF OF ITS SPACE, U.O.N.

STUCCO WALL NOTES
1 NOTE ON PLANS THAT THE STUCCO IS TO BE APPLIED WITH A 3 COAT

APPLICATION WHEN APPLIED OVER METAL LATH OR WIRE LATH [CRC
R703.7.2].

2 SPECIFY 2 LAYERS OF GRADE “D” PAPER UNDER CEMENT PLASTER
COVERING WHEN APPLIED OVER WOOD SHEATHING [CRC R703.7.3].

3 PROVIDE WEEP SCREED AT THE BOTTOM OF STUCCO WALLS AT A
LOCATION A MINIMUM OF 4” ABOVE EARTH OR 2” ABOVE PAVED AREAS [CRC
R703.7.2.1].

BUILDING SECTION - KEYED NOTES

3 GARAGE WALL ADJOINING THE ADU SHALL BE ½” TAPED SHEETROCK,
CONCRETE-TO-RAFTERS; METAL ELECTRIC BOXES (16 SQ IN MAX) SHALL NOT TOTAL
MORE THAN 100 SQ IN WITHIN A 100 SQ FT AREA. BOXES ON OPPOSITE WALLS SHALL
HAVE 24” SEPARATION.  DOOR FROM THE DWELLING INTO THE GARAGE IS TO BE A
SOLID, AIR TIGHT AND SELF CLOSING. [CRC SECTION R302.5]

5 EMBOSED PANEL 20 MIN FIRE RATED WOOD DOOR, SELF-CLOSING AND
SELF-LATCHING [CRC SECTION R302.5.1]

12 ALL EXTERIOR DOORS W/ MIN. 36" DEEP CLEAR CONCRETE LANDING IN THE
DIRECTION OF TRAVEL, W/ 7.75" MAX. RISER [CBC 1009.3, CRC R311.3.2]

14 BUMP-OUT BOX WINDOW, FRAMED, SSD
R-13 R13 INSULATION IN FRAMED EXTERIOR WALL, TYP., SEE TITLE 24 REPORT
R-15 R15 INSULATION IN FRAMED EXTERIOR WALL, TYP., SEE TITLE 24 REPORT
R-19 R19 INSULATION UNDER FRAMED FLOOR, TYP., SEE TITLE 24 REPORT
R-30 R30 INSULATION IN FRAMED ATTIC, TYP., SEE TITLE 24 REPORT
R-38 R38 INSULATION IN FRAMED ATTIC, TYP., SEE TITLE 24 REPORT

E1 UPGRADE SERVICE PANEL TO (N) 200AMP ELECTRICAL PANEL & METER
E1a (N) 100AMP ELECTRIC SUB PANEL.
E7 OUTDOOR LIGHTING SHALL BE CONTROLLED BY:I: MANUAL ON/OFF SWITCH; AND ii.

CONTROLLED BY PHOTOCELL AND MOTION SENSOR
M1b (N) FURNACE (GAS) W/ AC FUNCTION IN ATTIC, SEE DETAIL M1b ON REFLECTED

CEILING PLAN FOR HVAC INSTALLATION REQUIREMENTS AT ATTIC
M1c (N) HEAT PUMP SPLIT SYSTEM
M2 (N) AC CONDENSER, SECURED ON 3" SLAB OR APPROVED PLATFORM
P1 APP. LOCATION OF RELOCATED GAS METER & SHUT-OFF VALVE
P3a (E) TANK WATERHEATER (GAS) 50 GAL, RELOCATED
P3b (N) TANKLESS WATERHEATER (ELECTRICAL, 240V 75AMP)



REFLECTED CEILING PLAN - KEYED NOTES

1 24"X30" CRAWL SPACE ACCESS, 18"X24" MIN.
2 (E) ATTIC ACCESS 22"X30" MIN. [CRC 807.1, CBC 1209.2]

E1 UPGRADE SERVICE PANEL TO (N) 200AMP ELECTRICAL PANEL & METER
E1a (N) 100AMP ELECTRIC SUB PANEL.
E2 PROVIDE POWER FOR GARAGE DOOR OPENER, REFER TO MANUFACTURER'S MANUAL
E3 WATER PROOF CEILING RECESSED LIGHT OR FAN, MUST BE A LISTED PRODUCT FROM A RECOGNIZED APPROVAL/LISTING AGENCY
E4 A DEDICATED 20-AMP CIRCUIT TO SERVE THE REQUIRED BATHROOM OUTLETS, WHICH CANNOT SUPPLY ANY OTHER RECEPTACLES
E5 EACH BATHROOM SHALL HAVE ONE LIGHT FIXTURE CONTROLLED BY A VACANCY SENSOR SWITCH THAT REQUIRES A MANUAL ON ACTIVATION (DOES NOT AUTOMATICALLY TURN ON) AND

AUTOMATICALLY TURNS OFF WITHIN 30 MINUTES AFTER THE ROOM IS VACATED. ALL OTHER LIGHT FIXTURES SHALL BE CONTROLLED BY A VACANCY SENSOR OR DIMMER [CA ENERGY
EFFICIENCY STANDARDS 150.0(k)]

E6 RECESSED FLUORESCENT LUMINAIRE W/ COMPLETELY ENCLOSED LAMP (DIMENSIONAL CLEARANCES PER SECTION 410.16 OF 2019 CEC)
E7 OUTDOOR LIGHTING SHALL BE CONTROLLED BY:I: MANUAL ON/OFF SWITCH; AND ii. CONTROLLED BY PHOTOCELL AND MOTION SENSOR
E8 AT LEAST ONE RECEPTACLE SHALL BE PROVIDED AT THE FRONT OF THE HOUSE AND ONE PROVIDED AT THE BACK OF THE HOUSE. EACH SHALL BE LOCATED NO MORE THAN 6-1/2 FEET ABOVE

GRADE [CEC 210.52 (D)(1)]
EV ELECTRIC VEHICLE CHARGER
M1b (N) FURNACE (GAS) W/ AC FUNCTION IN ATTIC, SEE DETAIL M1b ON REFLECTED CEILING PLAN FOR HVAC INSTALLATION REQUIREMENTS AT ATTIC
M1c (N) HEAT PUMP SPLIT SYSTEM
M2 (N) AC CONDENSER, SECURED ON 3" SLAB OR APPROVED PLATFORM
M3 THE DRYER MOISTURE EXHAUST DUCT SHALL NOT EXCEED 14’ MIN OF 4” DIA WITH A BACKDRAFT DAMPER TO BE METAL OR MOISTURE RATED PVC WITH A SMOOTH INTERIOR SURFACE W/O

SCREWS. DUCT SHALL TERMINATE AT LEAST 3’ FROM OPENINGS INTO THE BUILDING. [CMC 504.3]
M4 KITCHEN HOOD VENT TO HAVE DAMPER AND BE DUCTED TO THE EXTERIOR WITH SMOOTH WALL SHEET METAL PER MFG’S INSTALLATION REQUIREMENTS. EXHAUST FAN MUST PROVIDE A

MINIMUM OF 100 CFM, CEC 150(O), ASHRAE 62.2
P1 APP. LOCATION OF RELOCATED GAS METER & SHUT-OFF VALVE
P3a (E) TANK WATERHEATER (GAS) 50 GAL, RELOCATED
P3b (N) TANKLESS WATERHEATER (ELECTRICAL, 240V 75AMP)
P4a EACH SHOWERHEAD SHOULD BE DIRECTED AWAY FROM THE ENTRANCE OF THEIR RESPECTIVE SHOWER. [CPC SECTION 408.9]
P4c CUSTOM TILED SHOWER PAN (OR PREFAB SHOWER PAN) WITH A MINUME AREA 104 SQUARE INCHES AND A MINIMUM FINISH DIMENSION OF 30" IN ANY DIRECTION [CPC 408.6] TILE TO 72". U.O.N.
P5 SHUTOFF VALVES OF HOT- AND COLD-WATER SUPPLY LINES FOR THE WASHING MACHINE SHOULD BE LOCATED IN AN ACCESSIBLE LOCATION [CPC SECTION 606.6]
P6c GAS RANGES
P7c 120V (TWO-ELEMENT) COOKTOP (ELECTRIC)

ADDITIONAL NOTES - KITCHEN

KITCHEN ELECTRICAL - BRANCH CIRCUITS
1 A MINIMUM OF TWO 20-AMP SMALL APPLIANCE BRANCH CIRCUITS ARE REQUIRED TO SERVE COUNTERTOP AND WALL RECEPTACLES IN THE KITCHEN, PANTRY AND DINING ROOM [CEC 210.11A]. NO BUILT-IN

APPLIANCES ARE ALLOWED ON THESE CIRCUITS (EXCEPT AN ELECTRIC CLOCK OR THE IGNITION OF A GAS RANGE).
2 INDIVIDUAL (DEDICATED) CIRCUITS ARE REQUIRED FOR GARBAGE DISPOSALS, MICROWAVES, COMPACTORS, AND DISHWASHERS. [CEC210.19A1B]
3 AFCI (ARC-FAULT CIRCUIT-INTERRUPTER) PROTECTION IS REQUIRED FOR ALL 120V 15-& 20-AMP KITCHEN CIRCUITS. [CEC210.12A]

KITCHEN ELECTRICAL - LIGHTING
1 ALL INSTALLED LIGHTING SHALL BE HIGH EFFICACY. [CNC 150.0(K)1A]
2 UNDER-CABINET LIGHTING MUST BE SWITCHED SEPARATELY FROM OTHER LIGHTING.[CNC 150.0(K)2L]

KITCHEN ELECTRICAL - RECEPTACLES
1 RECEPTACLES SHALL BE INSTALLED AT EACH COUNTERTOP SPACE ≥ 12 IN. IN WIDTH [CEC 210.52C1]. RECEPTACLES SHALL BE INSTALLED SO THAT NO POINT ALONG THE WALL LINE IS MORE THAN 24 INCHES

HORIZONTALLY FROM AN OUTLET IN THAT SPACE [CEC 210.52C1]. THE MAXIMUM SPACING BETWEEN RECEPTACLES, MEASURED ON THE WALL-COUNTERTOP LINE, IS 48 INCHES.
2 ALL RECEPTACLES SERVING KITCHEN COUNTERTOP SURFACES SHALL HAVE GFCI PROTECTION [210.8A6]
3 COUNTERTOP RECEPTACLES SHALL NOT BE INSTALLED IN A FACE UP POSITION [CEC 406.5E]. LISTED “POP-UP” RECEPTACLES ARE ALLOWED [CEC 210.52C5]. RECEPTACLES OR STRIP OUTLETS CAN BE INSTALLED

ON THE UNDERSIDE OF THE CABINET ABOVE THE COUNTERTOP IF WITHIN 20 INCHES OF THE COUNTERTOP.
4 DISHWASHERS REQUIRE GFCI PROTECTION, INCLUDING 240-VOLT DISHWASHERS.
5 ALL GFCI DEVICE CONTROLS MUST BE IN READILY ACCESSIBLE LOCATIONS. OUTLETS BEHIND A DISHWASHER ARE NOT READILY ACCESSIBLE. GFCI PROTECTION CAN BE PROVIDED BY USING A GFCI CIRCUIT

BREAKER.
6 ALL GENERAL PURPOSE AND COUNTERTOP RECEPTACLES MUST BE TAMPER-RESISTANT. [CEC 406.12A].
7 CORNER SINKS SEPARATE THE SPACE ON EACH SIDE WHEN THE DISTANCE BETWEEN THE CORNER AND THE SINK IS < 18 INCHES. IF ≥ 18 IN., THE 2 FT. / 4 FT. RULE CONTINUES BEHIND THE SINK [CEC 210.52C4].
8 THE 24-INCH/48-INCH RULE DOES NOT APPLY TO ISLAND OR PENINSULAR COUNTERTOPS. THESE REQUIRE ONLY ONE RECEPTACLE PER COUNTERTOP SPACE, REGARDLESS OF LENGTH [CEC 210.52C2&3]. AN

ISLAND OR PENINSULA IS CONSIDERED DIVIDED INTO SEPARATE COUNTERTOP SPACES WHEN A SINK OR RANGE IS INSTALLED AND DOES NOT HAVE 12 INCHES OF SPACE BEHIND IT.
9 ON ISLANDS AND PENINSULAS ONLY, RECEPTACLES ARE ALLOWED ON THE SIDE OF THE CABINET, NOT MORE THAN 12 INCHES BELOW THE COUNTERTOP AND WITH NO OVERHANGING COUNTERTOP GREATER

THAN 6 INCHES [CEC 210.52C5 EXC].
10 BAR-TYPE COUNTERS ARE CONSIDERED WALL SPACE. WALL SPACES ≥ 2 FT. REQUIRE RECEPTACLES SO THAT NO PORTION OF THE WALL IS MORE THAN 6 FT. FROM A RECEPTACLE OUTLET, MEASURED AT THE

FLOOR/WALL LINE [CEC 210.52A1&2].
11 A RANGE HOOD / MICROWAVE COMBINATION CAN BE CORD-AND-PLUG CONNECTED IF THE CIRCUIT IS AN INDIVIDUAL (DEDICATED) BRANCH CIRCUIT. THE RECEPTACLE OUTLET SHALL BE A SINGLE TYPE, NOT A

DUPLEX RECEPTACLE THAT WOULD ACCEPT TWO PLUGS [CEC 422.16B4].

KITCHEN MECHANICAL
1 A MECHANICAL PERMIT IS REQUIRED TO REPLACE A KITCHEN EXHAUST HOOD THAT INCLUDES AN OUTSIDE AIR VENT. THE VENT MUST TERMINATE ON THE BUILDING EXTERIOR AT LEAST 3 FT. FROM OTHER

OPENINGS INTO THE BUILDING [CMC502.2.1]. FLEXIBLE (CORRUGATED) DUCTING IS NOT ALLOWED FOR EXHAUST HOODS [CMC 504.3].

KITCHEN PLUMBING
1 DISHWASHERS SHALL BE CONNECTED WITH AN APPROVED DRAINAGE AIR GAP DEVICES LOCATED ABOVE THE FLOOD LEVEL RIM OF THE SINK [CPC 807.3].
2 NEWLY INSTALLED KITCHEN FAUCETS SHALL NOT EXCEED 1.8 GALLONS PER MINUTE [GRN 4.303.1.4.4]. ALL EXISTING PLUMBING FIXTURES NOT INCLUDED IN THE SCOPE OF NEW WORK SHALL BE REPLACED IF

NECESSARY TO COMPLY WITH SB407 PLUMBING FIXTURES REPLACEMENT REQUIREMENTS – SEE WATER CONSERVATION CERTIFICATION FORM.
3 ALL PIPING ¾ INCH OR MORE IN DIAMETER AND ALL HOT WATER PIPES FROM THE HEATING SOURCE TO THE KITCHEN FIXTURES MUST BE INSULATED WITH MIN. 1-INCH THICK INSULATION [CNC 150.0(J)2]. EXISTING

INACCESSIBLE PIPING DOES NOT REQUIRE INSULATION.

ADDITIONAL NOTES - BATHROOM

BATHROOM ELECTRICAL
1 ALL INSTALLED LIGHTING SHALL BE HIGH EFFICACY. [CNC 150.0(K)1A].
2 AT LEAST ONE LIGHT SHALL BE CONTROLLED BY A VACANCY SENSOR (A MANUAL-ON, AUTOMATIC-OFF OCCUPANCY SENSOR). [CNC 150.0(K)2A].
3 EXHAUST FANS MUST BE SWITCHED SEPARATE FROM LIGHTING, WITH THE EXCEPTION THAT LIGHTING INTEGRAL TO AN EXHAUST FAN CAN BE ON THE  SAME SWITCH IF THE FAN IS CONTROLLED BY A HUMIDISTAT

THAT CONTINUES ITS OPERATION AFTER THE LIGHT IS OFF.
4 ALL RECEPTACLE OUTLETS IN BATHROOMS SHALL BE GFCI PROTECTED [CEC 210.8A1].
5 ALL RECEPTACLE OUTLETS IN BATHROOMS SHALL BE TAMPER RESISTANT [CEC 406.12A].
6 WHEN A BATHTUB OR SHOWER STALL IS IN AN AREA NOT TECHNICALLY CONSIDERED A BATHROOM (BY THE DEFINITIONS IN THE ELECTRICAL CODE), RECEPTACLES WITHIN 6 FT. OF THE TUB/SHOWER STALL MUST

BE GFCIPROTECTED [CEC210.8A9].
7 A RECEPTACLE OUTLET IS REQUIRED WITHIN 3 FEET OF EACH WASH BASIN LOCATION. IT MAY BE ON THE WALL, OR AN ADJACENT PARTITION, OR ON THE FACE OR SIDE OF THE CABINET NOT MORE THAN 12 INCHES

BELOW THE TOP OF THE BASIN [CEC 210.52D].
8 RECEPTACLES CANNOT BE FACE-UP IN A VANITY SURFACE; LISTED POP-UP RECEPTACLES ARE ALLOWED [CEC 406.5E & 210.52D].
9 A MINIMUM OF ONE 20-AMP CIRCUIT IS REQUIRED FOR THE RECEPTACLES IN THE BATHROOM(S). THIS CIRCUIT CAN HAVE NO OTHER OUTLETS, INCLUDING LIGHTS [CEC 210.11C3]. IF A 20-AMP CIRCUIT SERVES ONLY

ONE (1) BATHROOM, LIGHTS AND FANS CAN BE ON THE SAME CIRCUIT WITH THE RECEPTACLES IN THAT BATHROOM [CEC 210.11C3 EXCEPTION].
10 HYDRO-MASSAGE TUBS REQUIRE AN INDIVIDUAL (DEDICATED) BRANCH CIRCUIT AND READILY ACCESSIBLE GFCI PROTECTION [CEC 680.71]. AN ACCESS DOOR IS REQUIRED AND MUST BE LARGE ENOUGH TO

REMOVE THE MOTOR AND PUMP. CORD-CONNECTED EQUIPMENT MUST HAVE THE RECEPTACLE FACING THE OPENING AND BE NO MORE THAN ONE FOOT BEHIND THE ACCESS HATCH [CEC 680.73].
11 RECESSED LIGHT FIXTURES IN SHOWER ENCLOSURES MUST BE LISTED FOR A DAMP OR WET LOCATION [CEC 410.10A].
12 PENDANT LIGHT FIXTURES, TRACK LIGHTS, AND PADDLE FANS SHALL NOT BE INSTALLED LOWER THAN 8 FEET ABOVE THE FLOOD-LEVEL RIM OF A TUB, INCLUDING THE AREA 3 FEET PAST THE EDGE OF THE TUB

[CEC 410.10D].
13 ELECTRICAL PANELS SHALL NOT BE INSTALLED IN BATHROOMS [CEC 240.24E].
14 SWITCHES AND RECEPTACLES ARE NOT ALLOWED IN BATHTUB OR SHOWER SPACES [CEC 404.4C & 406.9C].

BATHROOM MECHANICAL
1 MECHANICAL VENTILATION IS REQUIRED IN ALL BATHROOMS WITH TUBS OR SHOWERS. THE FAN MUST MOVE A MINIMUM 50 CFM OF AIR AND BE SEPARATELY SWITCHED FROM THE LIGHTING. FANS THAT OPERATE

CONTINUOUSLY CAN BE 20 CFM. THE DUCT MUST TERMINATE ON THE EXTERIOR NOT LESS THAN 3 FEET FROM OPENINGS INTO THE BUILDING [CMC 502.2.1].
2 BATHS WITH NO TUB OR SHOWER (HALF BATHS) DO NOT REQUIRE MECHANICAL VENTILATION IF THEY ARE PROVIDED WITH A WINDOW AT LEAST 3 SQ. FT. HALF OF WHICH IS OPENABLE [CRC R303.3].

BATHROOM PLUMBING, GENERAL
1 ALL PIPING ¾ INCH OR MORE IN DIAMETER AND ALL HOT WATER PIPES ASSOCIATED WITH A RECIRCULATION SYSTEM MUST BE INSULATED WITH MIN. 1-INCH THICK INSULATION. EXISTING INACCESSIBLE PIPING

DOES NOT REQUIRE INSULATION [CNC 150.0(J)2].
2 NEWLY INSTALLED PLUMBING FIXTURES SHALL BE WATER-CONSERVING IN COMPLIANCE WITH THE CALIFORNIA PLUMBING CODE AND GREEN BUILDING STANDARDS. WATER CLOSETS SHALL NOT EXCEED 1.28

GALLONS PER FLUSH, SHOWERHEADS SHALL NOT EXCEED 1.8 GPM AND NEW LAVATORY FAUCETS SHALL NOT EXCEED 1.2 GPM AT 60 PSI. [CPC 407.2, 408.2 & 411.2] ALL EXISTING PLUMBING FIXTURES NOT
INCLUDED IN THE SCOPE OF NEW WORK SHALL BE REPLACED IF NECESSARY TO COMPLY WITH SB407 PLUMBING FIXTURES REPLACEMENT REQUIREMENTS – SEE WATER CONSERVATION CERTIFICATION FORM.

BATHROOM PLUMBING, TOILETS & BIDETS
1 TOILETS AND BIDETS REQUIRE A MINIMUM 15 INCHES OF CLEARANCE FROM THE CENTERLINE OF THE BOWL TO EACH SIDE, AND 24 INCHES OF CLEARANCE FROM THE FRONT EDGE OF THE BOWL [CPC 402.5]. THE

MAXIMUM FLOW RATE IS 1.28 GPF [CPC 403.2.1].
2 LAVATORY SINKS REQUIRE A MINIMUM OF 24 INCHES FRONT CLEARANCE [CPC 402.5].
3 SHOWERS REQUIRE A MINIMUM 2 INCH DRAIN AND TRAP [CPC TABLE 702.1].
4 ALL SHOWER COMPARTMENTS SHALL HAVE A MINIMUM FINISHED INTERIOR OF 1024 SQUARE INCHES AND SHALL BE CAPABLE OF ENCOMPASSING A 30 INCH DIAMETER CIRCLE [CPC 408.6].THE CURB MAY

ENCROACH ON THESE SIZE REQUIREMENTS. ALL SURFACES SHALL BE WATERPROOF UP TO 72 INCHES ABOVE THE DRAIN INLET [CRC R307.2]. THRESHOLDS SHALL BE OF SUFFICIENT WIDTH TO ACCOMMODATE A
MINIMUM 22 INCH CLEAR EGRESS OPENING FROM THE SHOWER [CPC 408.5].

5 SAFETY GLASS (TEMPERED OR LAMINATED) IS REQUIRED FOR ALL GLASS SHOWER DOORS AND PARTITIONS AND FOR WINDOWS IN WALLS FACING THE TUB OR SHOWER AND LOCATED LESS THAN 60 INCHES
ABOVE THE STANDING SURFACE OF THE TUB/SHOWER AND WITHIN 60 INCHES HORIZONTALLY [CRC R308.4.1&5].

6 THE MAXIMUM WATER TEMPERATURE TO A SHOWER OR TUB/SHOWER COMBINATION IS 120F. THE WATER HEATER THERMOSTAT CANNOT BE USED AS THE CONTROL FOR THIS TEMPERATURE. VALVES SHALL
PROVIDE SCALD AND THERMAL SHOCK PROTECTION, AND BE PRESSURE-BALANCED, THERMOSTATIC, OR COMBINATION PRESSURE-BALANCED/THERMOSTATIC MIXING IN ACCORDANCE WITH ASSE 1016 OR ASME
A112.18.1/CSA B125.1. [CPC 408.3].

ADDITIONAL NOTES - LAUNDRY

LAUNDRY ELECTRICAL
1 ALL NEW OR ALTERED LIGHTING SHALL BE HIGH EFFICACY [CNC 150.0(K)1A].
2 AT LEAST ONE LIGHT SHALL BE CONTROLLED BY A VACANCY SENSOR (A MANUAL-ON, AUTOMATIC-OFF OCCUPANCY SENSOR) [CNC 150.0(K)2AJ.
3 ALL 125-VOLT RECEPTACLES IN LAUNDRY AREAS GFCI PROTECTION, INCLUDING THE CLOTHES WASHER RECEPTACLE [CEC 210.8A10].
4 RECEPTACLE OUTLETS SHALL BE TAMPER-RESISTANT EXCEPT THOSE WITHIN DEDICATED SPACE FOR AN APPLIANCE NOT EASILY MOVED FROM ONE PLACE TO ANOTHER (BEHIND CLOTHES WASHER) [CEC 406.12A].
5 A SEPARATE 20-AMP CIRCUIT IS REQUIRED FOR THE LAUNDRY EQUIPMENT. THE LIGHTS AND OTHER RECEPTACLES IN THE ROOM CANNOT BE ON THAT CIRCUIT [CEC 210C2].
6 ALL CIRCUITS SUPPLYING OUTLETS OR DEVICES IN THE LAUNDRY AREA (INCLUDING LAUNDRY AREAS IN GARAGES) MUST BE AFCI PROTECTED [CEC210.12A].

LAUNDRY MECHANICAL
1 CLOTHES DRYERS IN CLOSETS REQUIRE A MINIMUM OF 100 SQ. IN. OF MAKEUP AIR, WHICH CAN BE SUPPLIED BY LOUVERS OR UNDERCUTTING THE DOOR [CMC 504.4.1].
2 DRYER DUCTS MUST BE SMOOTH-WALLED METAL 4-INCH DIAMETER AND NOT MORE THAN 14 FEET IN LENGTH, WITH AN ALLOWANCE OF 2 90 BENDS IN THAT 14 FT. DEDUCT 2 FT. FOR EACH ADDITIONAL 90 BEND IN

EXCESS OF 2 [CMC 504.4.2.1].
3 DUCTS MAY NOT PASS THROUGH PLENUMS OR BE SHARED WITH OTHER SYSTEMS OR VENTS. THEY CANNOT BE CONNECTED WITH SCREWS THAT PENETRATE THE DUCT INTERIOR [CMC 504.4].
4 DRYER DUCTS MUST TERMINATE ON THE BUILDING EXTERIOR IN A BACKDRAFT DAMPER. SCREENS OR LOUVERS CANNOT BE INSTALLED [CMC 504.4].
5 FLEXIBLE TRANSITION DUCTS (CONNECTORS) BETWEEN THE DRYER AND THE METAL DUCT ARE ALLOWED IN LENGTHS UP TO 6 FEET AND CANNOT BE CONCEALED WITHIN CONSTRUCTION [CMC 504.4.2.2

EXCEPTION]. THEY MUST BE UL LISTED AND LABELED (L&L) AS DRYER TRANSITION DUCTS, AND CANNOT BE PLASTIC.

LAUNDRY PLUMBING
1 CLOTHES WASHER STANDPIPES MUST BE 2-INCH DIAMETER. THE WEIR OF THE TRAP MUST BE ROUGHED IN 6 – 18 INCHES ABOVE THE FLOOR; THE STANDPIPE MUST BE A MINIMUM OF 18 AND A MAXIMUM OF 30

INCHES ABOVE THE TRAP [CPC 804.1].

REFLECTED CEILING PLAN - GENERAL NOTES

1 ALL NEW LIGHTING SHALL BE HIGH-EFFICACY COMPLIANT TO TABLE 150.0A CEC.  SCREW-BASED PERMANENTLY INSTALLED LIGHT FIXTURES MUST CONTAIN SCREW-BASED JA8 (JOINT APPENDIX 8)
COMPLIANT LAMPS.  JA8 COMPLIANT LIGHT SOURCES IN CEILING RECESSED DOWNLIGHTS AND LED’S ARE TO BE CONTROLLED BY VACANCY SENSORS OR DIMMERS.

2 CLOTHING AND DISH WASHING MACHINES SHALL BE FITTED WITH WATER HAMMER ARRESTORS
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